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Technical Data Sheet GM-Series
Execution with stuffing box packing and shaft sealing ring

Assembly dimensions

Designation of pump type

Pump model   - seal system                                                            - buffer fluid

Example:                            

- 110Z prepared for the
   use of buffer fluid

GM601D-30R-110Z is a Barmag gear metering pump with feed capacity of 6 cm³/rev, 
of rust-and acid-proof steel, with stuffing box packing, and buffer fluid.

- 30R of rust-and acid-proof steel, with stuffing box packing
- 40R of rust-and acid-proof steel, with shaft sealing ring 
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temperature sensor bore

buffer fluid bore G1/8 - ISO 228

Technical Data Sheet GM-Series
Execution with stuffing box packing and shaft sealing ring

Assembly dimensions

Designation of pump type

Pump model      - seal system                                                               - buffer fluid

Example:                            

- 30R of rust-and acid-proof steel, with stuffing box packing
- 40R of rust-and acid-proof steel, with shaft sealing ring 

- 110Z prepared for the
  use of buffer fluid

GMV51D-30R-110Z is a Barmag gear metering pump with feed capacity of 50 cm³/rev, of rust-and acid-proof steel,
with stuffing box packing, and buffer fluid.

buffer fluid bore G1/8 - ISO 228
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